
Example 1 Part
2 Op Rectangular Part



Raw Material
6061-T6 Aluminum

1” x 4” x 6.12” Cut Length

Op1 Complete Finished Part



Op1 Jaws
Universal Op1 Jaw Tops (5003968)

w/ OD Jaw Bases (5004027)

Op2 Jaws
Machined 1.5” Jaw Tops (5002752)

w/ OD Jaw Bases (5004027)

Note relief around part 
pocket to clear adjacent 

parts when placing finished 
parts on Versacart



Op1 Jaws
Set Position of VersaBites (5008114)

to 4” part width location by aligning back 
of VersaBite with etching on back side of 

Universal Op1 Jaw Tops



Op2 Jaws
Machine pocket in jaws with 0.125” gap 
between left and right jaw, clamped in 

vise



Pick Raw Material
Pick Height = 3.312”
Offset Pick = -0.25”



Robot place in Vise & Y-Push
OP 1 Y Push Height = -0.10”

Top View Side View



Op1 to Op2 Transfer
Transfer Height = 5.296”

Pick Op1 Complete Part with Op2 Jaws



Machine Op2



Place on Table
Place Height = 2.97”



VB Part Config

Click Edit Configuration to 
add new part

*Asterisk* means program 
needs to be saved or data 
will be lost

Save often



VB Part Config

Click “Select Part” and 
select “New Part”



VB Part Config
Fill-in values
Refer to New Part Worksheet, shown on the
following page and downloadable from
https://www.versabuilt.com/resources.html



VB Part Config


